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Coast Guard, DHS § 91.27–1 

(1) Surveyors of a classification soci-
ety recognized by the Commandant 
under 46 U.S.C. 3316. 

(2) Surveyors of a cargo gear organi-
zation recognized by the Commandant 
under § 31.10–16. 

(3) Responsible officials or employees 
of the testing laboratories, companies, 
or organizations who conduct tests of 
pieces of loose cargo gear, wire rope, or 
the annealing of gear as may be re-
quired by the standards of the organi-
zation or association authorized to 
issue the certificate or register. 

(d) The registers issued in connection 
with cargo gear certification must 
have all required entries fully com-
pleted as of the dates indicated, shall 
be kept current, and shall include the 
following: 

(1) A register of the cargo handling 
machinery and the gear accessory 
thereto carried on the vessel named 
therein; 

(2) Certification of the testing and 
examination of winches, derricks, and 
their accessory gear; 

(3) Certification of the testing and 
examination of cranes, hoists, and 
their accessory gear; 

(4) Certification of the testing and 
examination of chains, rings, hooks, 
shackles, swivels, and blocks; 

(5) Certification of the testing and 
examination of wire rope; 

(6) Certification of the heat-treat-
ment of chains, rings, hooks, shackles, 
and swivels which require such treat-
ment; and, 

(7) Certification of the annual thor-
ough examinations of gear not required 
to be periodically heat-treated. 

[CGFR 65–50, 30 FR 16974, Dec. 30, 1965, as 
amended by CGD 95–028, 62 FR 51206, Sept. 30, 
1997; USCG 1999–4976, 65 FR 6501, Feb. 9, 2000] 

§ 91.25–30 Electrical engineering 
equipment. 

For inspection procedures of elec-
trical engineering equipment and sys-
tems see subchapter J (Electrical Engi-
neering) of this chapter. 

§ 91.25–35 Marine engineering equip-
ment. 

(a) For inspection procedures of ma-
rine engineering equipment and sys-
tems, see subchapter F (Marine Engi-
neering) of this chapter. 

§ 91.25–37 Tanks containing dangerous 
cargoes. 

(a) For inspection and tests of tanks 
containing certain dangerous cargoes 
in bulk, see part 98 of this subchapter. 

§ 91.25–38 Pollution prevention. 
At each inspection for certification 

and periodic inspection, the inspector 
shall examine the vessel to determine 
that it meets the vessel design and 
equipment requirements for pollution 
prevention in 33 CFR part 155, subpart 
B. 

[CGD 71–161R, 37 FR 28262, Dec. 21, 1972, as 
amended by USCG 1999–4976, 65 FR 6501, Feb. 
9, 2000] 

§ 91.25–40 Sanitary inspection. 
(a) At each inspection for certifi-

cation and periodic inspection, the 
quarters, toilets, and washing spaces, 
galleys, serving pantries, lockers, etc., 
shall be examined by the inspector to 
be assured that they are in a sanitary 
condition. 

[CGFR 65–50, 30 FR 16974, Dec. 30, 1965, as 
amended by USCG 1999–4976, 65 FR 6501, Feb. 
9, 2000] 

§ 91.25–45 Fire hazards. 
(a) At each inspection for certifi-

cation and periodic inspection, the in-
spector shall examine the tank tops 
and bilges in the machinery spaces to 
see that there is no accumulation of oil 
which might create a fire hazard. 

[CGFR 65–50, 30 FR 16974, Dec. 30, 1965, as 
amended by USCG 1999–4976, 65 FR 6501, Feb. 
9, 2000] 

§ 91.25–50 Inspector not limited. 
(a) Nothing in this subpart shall be 

construed as limiting the inspector 
from making such tests or inspections 
as he deems necessary to be assured of 
the safety and seaworthiness of the 
vessel. 

Subpart 91.27—Annual and 
Periodic Inspections 

§ 91.27–1 Annual and periodic inspec-
tions. 

(a) Annual inspection. Your vessel 
must undergo an annual inspection 
within the 3 months before or after 
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